matters needing attention

*Suitable for indoor and outdoor use.

*Before use, please ensure that the power supply is at the correct rated voltage.

*Do not add flammable liquids such as gasoline, kerosene, or gas to the oil drum.

*The mist machine should be installed in a well ventilated area and should not cover the heat dissipation holes of the smoke machine to ensure proper ventilation and heat dissipation. A minimum space of 20cm should be maintained around the upper and lower sides of the smoke machine, and flammable substances should not be stored within 300cm of the surrounding area. (Keep away from carpets, wooden boards, and flammable objects).

*Do not let the machine work when the cigarette oil is used up, as it may cause some internal parts to heat up and damage electronic components.

*There is a slight noise during machine operation, which is a normal phenomenon.

*The cigarette machine is not waterproof. If moisture, water, or smoke enters the machine, the power should be immediately cut off and your dealer should be contacted.

*The machine does not come with parts that can be repaired by the user. Please consult the dealer or qualified maintenance personnel.

*Before mailing or shipping, be sure to pour out all the cigarette smoke from the barrel and pack it appropriately (preferably in the original packaging).

*Do not pile up obstacles at the smoke outlet, as it may affect the normal use of smoke.

Operating instructions

1. Place the mist machine flat and open the oil bucket cover.

2. Inject high-quality smoke agent (such as FC brand) into the barrel and tighten the lid. Please note that low-quality smoke agents can damage the fog machine and affect its optimal performance.

3. Insert the power cord into the power socket on the back panel of the cigarette lighter, and press the red switch (POWERON/OFF) to the ON position. When the power is turned on, the display screen lights up and the display shows UP flashing. At this point, it indicates that the machine is already in a heating state. To use the machine normally, it should be preheated for 5-6 minutes in advance. After the preheating is completed, a running light will be displayed. Based on the controller you choose, control the normal operation of the machine.

DMX512 connection

DMXdescription

Channel value function

1 10-255 Adjusting Smoke Size

2 10-255 Adjusting the wind speed

3 0-255 laser switch

Key function description: (When using console control, some digital functions cannot be used, only the plus or minus keys can be pressed)

Usage diagram
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                  MENU   UP
DOWN  ENTER 
Main interface:

When heating: UP flashes

Ready: Flow light (at this time, press ENTER for continuous operation, and press DOWN for timed operation)

Fault: Error

Normal menu: Short press MENU to enter, long press MENU to exit

Press MENU to enter, switch between each short press

AXXX: Console address

FXXX: Air volume regulation

PXXX: Smoke Control Volume

UXXX: Scheduled working time (unit S)

IXXX: Timing interval time (unit S)

L ON/OF: Laser switch

Settings menu: Long press MENU to enter, long press MENU to exit

HXXX: Upper temperature limit

LXXX: Lower temperature limit

TXXX: Oil pump working time (unit: ms)

EXXX: Oil pump working interval time (unit: ms)

Remote control:

Four key control:

On/off smoke, on/off laser, smoke increase, smoke decrease

Attention during operation

*All fog machines will condense water vapor or moisture around the nozzle, so this factor should be considered before installing the machine. All cigarette machines will occasionally emit a small amount of smoke after stopping use, which is a normal phenomenon. Please be sure to use the smoke agent produced by our factory, otherwise it will affect the best performance of the fog machine and will not be guaranteed*

Laser fog machine instruction manual


Please read this manual carefully before use

      FC                               


                   








